PHOTOMETRIC DATA SHEET

SLP (UK) LTD
U33 SATIN SYSTEM

Light Output Ratios Up 0.02
Down 0.82
Total 0.84
Spacing to Height Ratios SHR NOM 1.25
SHR MAX 1.34
SHR MAX TRANS 1.44
Utilisation Factors UF(F) Standard Presentation SHR NOM = 1.25
Room Room Index
Reflectances
(o] W F 0.75 1.00 1.25 1.50 2.00 2.50 3.00 4.00 5.00 Average Trincipsl Axes Tuminous Tntensities (od/kln

.70 .50 .20 .52 .59 .65 .69 .74 .78 .80 .84 .86
.30 .46 .53 .59 .63 .69 .73 .76 .80 .83
.10 .41 .49 .54 .59 .65 .69 .73 .77 .80

.50 .50 .20 .50 .57 .62 .66 .71 .74 .77 .80 .82
.30 .45 .52 .57 .61 .67 .71 .73 .77 .80
.10 .41 .48 .53 .58 .63 .67 .70 .75 .77

.30 .50 .20 .49 .56 .60 .64 .68 .71 .74 .77 .78
.30 .44 .51 .56 .60 .65 .68 .71 .74 .76
.10 .40 .47 .53 .56 .62 .66 .68 .72 .75

.00 .00 .00 .38 .45 .50 .54 .59 .62 .64 .68 .70

BZ Class 3 4 4 4 4 4 4 5 5 B

Averaged Luminous Intensities (Cd/Klm)

Elevation(°) Azimuth (°)

65° 90.76 87.18 81.41 74.93 68.28 62.93 59.49
70° 78.86 75.84 69.27 61.12 53.04 46.38 42.71
75° 68.58 65.54 58.59 49.42 39.87 31.79 27.21
80° 59.17 56.26 49.38 39.97 29.53 20.13 14.36
85° 49.67 47.23 40.75 31.58 21.17 11.42 4.56



